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Customer (your company name):     Requested delivery date for offer:                       

Your Reference/Job No.:                                               Date:   

CAR ENTRANCES:

No. OF OPENINGS PER FLOOR:        A                          B        

HYDRAULIC CABINET AND CONTROLLER LOCATION:                    Below             Above (max. 5 m)   

POWER SUPPLY:             220 V           400 V   |              50 Hz              60 Hz

SELF SUPPORTING STRUCTURE:        Yes             No   |                Indoor               Outdoor  
              Epoxy Cladding             Glass Cladding              No Cladding             Other:     

CABIN FINISHES (See catalogue for references)
  
          GLE-1Layer               GLE-Mute               GLE-Glass                GLE-Lux               GLE-Outlook  sides:                          

Walls:                                  Flooring:                                   Ceiling:                               Mirror:                                  Number of Handrails:      

DOORS                               

TYPE:                Side Opening                  Central Opening                   Swing door (manual)                 DOOR PANELS:          2               3                4

Clear Opening (mm):               600               650               700               750               800               850               900 

Structural Opening (mm):                1800               1850               1900               1950               2.000 (Standard)

FINISH:                  Epoxy                    SB Stainless steel (Standard)                   Linen Stainless steel                   Glass                Other      

Single Entrance Through Car Adjacent Entrance 270º Left Adjacent Entrance 90º Right

NUMBER OF STOPS:       TRAVEL (mm):                                     

HEADROOM (mm):                               PIT (min.120 mm/ 200 mm (AUS) or with ramp) (mm):
 
SHAFT DIMENSIONS    (see tables in catalogue):    Width (mm):                           Depth  (mm):   

UNITS: LOAD: SPEED:250 KG. 325 Kg. 400 Kg. 0,15 m/s 0,30 m/s (AUS)
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CAR OPERATING PANEL (See catalogue for references)

         COP1 Small           COP2 Large             COP3 Full height             COP3 Full Height Flush (N/A for 1Layer car)             COPH Horizontal

LANDING OPERATING PANEL AND INDICATORS (See catalogue for references)

         LOP            LOPI (+3” LCD)   |            AR            ARG (+Gong)            ARI (+3” LCD)            ARGI (+Gong+3”LCD)            Only Indicator

PUSH BUTTONS & INDICATORS (See catalogue for references)

         BF DMG         BFI DMG         US91           M10            M20       |                  LCD 3”            LCD 5”            TFT 7”

EXTRAS:
           Self enclosed hydraulic + controller cabinet 700x400x1.500 mm (if no machine room is available). 

           Control panel box finished in non-standard RAL colour (Standard RAL7032).

           Inspection control (Recommended if installer doesn’t have one).

           RCD electrical board.

           Shaft lighting.  

           Biodegradable hydraulic oil.

           Structure in a non Standard colour, Nº RAL:       

           Ramp (if no pit is available).

           2,5 m guides.

           Non standard car height (Standard 2.100 mm) :     

           Automatic rescue device via UPS.  

           Voice synthesizer.

           Car fan.

           Car hatch.

           Arrival and departure gong.

           Weight load unit with buzzer.

           Emphone. (AUS)
           COP Prepared for Emphone, unit by client. (AUS)
           Car light timer.

           Engravings:      

           Additional COP.

           Safety edge other than standard (Standard: 2D WECO).

           Standby mode (Turns off indicators, pushes, ventilation and illumination after long periods of inactive use).

           3hr emergency light in the ceiling.

           Card reader.

           Keyboard.

           Car access control key switch - Units:      

           Landing access control key switch - Units:        

STANDARDS:  
           Machinery directive 2006/42 CE (only for 0,15 m/s).

           AS1735.18 (AUS)
           AS1735.16 (AUS)
     BCA (AUS)

  COMMENTS:  
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